Advanced knowledge of the detailed atmospheric properties of both the future sites of the Cherenkov Telescope Array is essential in preparation of the arrival of the first scientific data. Meteorological variables are studied using a dedicated characterization station installed at the southern site in Chile and a wealth of data from existing observatories around the northern site on the La Palma island. Campaigns using radiosondes launched on balloons are foreseen to complement these data in the near future. Cloudiness during the night has been continuously monitored at both sites for several years using All-sky Cameras which assess the presence of clouds based on detection of stars. The integrated aerosol optical depth over the southern site has been measured using a Sun/Moon Photometer since 2016 and the small robotic FRAM telescope since 2017; identical instruments have been deployed at the northern site in autumn 2018. Also in October 2018, the ARCADE Raman lidar (RL) has started to take measurements on routine basis at the northern site, providing data on the vertical profile of the aerosol optical properties (i.e., extinction and scattering) and of the water vapour mixing ratio. We present the data currently available from these instruments from both sites with emphasis on characteristics important for the (future) operation of Imaging Atmospheric Cherenkov Telescopes. 
Introduction
The future sites of the Cherenkov Telescope Array (CTA) -the CTA South site near Cerro Armazones, Chile and the CTA North site on La Palma, Canary Islands, Spain -are equipped with various devices used for atmospheric characterization. Their brief technical description is mostly provided in [1] (and references cited therein) and the experience from operating some of them as prototypes of atmospheric monitoring devices to be used during CTA operations is presented in [2] together with information on the covered time periods and instrument availability. In this paper, we focus on the results obtained at the sites and provide additional information necessary for proper interpretation of the data.
Cloud coverage
The cloud coverage above the sites is monitored during nighttime using the All-sky Cameras (ASC) [3] , which observe stars over the whole sky simultaneously. Each 30-second exposure is automatically processed and stars detected on the image are compared with the expectation from a catalog. The distribution of the resulting star fraction is shown in Fig. 1 ; this quantity is, for a full-sky analysis, a very good approximation of the fraction of sky not covered by clouds. For this analysis, only images taken with Moon under the horizon were used, to avoid systematic effects in the distributions -for operational assessment of cloudiness, all other images can be used as well. For both sites, the clear fraction -the amount of time when less than 20 % of the sky covered is by clouds and thus the conditions are favorable for observations -is very large (83 % and 92 %). 3. Aerosols
Instruments and uncertainties
The transparency of the atmosphere above the sites is monitored using the FRAM telescopes [4] , the Sun/Moon Photometers [5] , and, at CTA North, also with the ARCADE Raman Lidar system [6] (which also provides other quantities, such as the vertical profiles of back-scatter and extinction coefficients and water vapor profiles). The former two instruments provide only the integral value of the vertical aerosol optical depth (VAOD) through the whole atmosphere, while the Lidar measures the whole vertical profile. For the sake of comparison of the data, we use the VAOD value at 3 km above the ground, which is above the Atmospheric Boundary Layer, where most of the aerosols usually reside, but still close enough to the instrument for a very precise measurement. Clearly, this value is expected to be less or equal to the integral measurement. Due to constraints from astronomical observatories located around the CTA North sites, the measurements are taken only twice a day during twilight. After accumulating data for 15 minutes, the estimated error is less than 0.015 in VAOD at 3 km. The ARCADE system is fixed and thus the measurements are always conducted in the vertical direction and at a single wavelength of 355 nm.
The Sun/Moon Photometer operates in two rather distinct modes. During the day, using the light from the Sun, which is well characterized, stable and abundant, the accuracy of the VAOD measurements is estimated to be better than 0.01 (note that the VAOD is a dimensionless quantity). During the night, if the Moon is at least 40 % illuminated and at least 10 degrees above the horizon, it can be used as a source as well, but the error is usually estimated to be roughly 0.04. Our analysis shows that this can likely be improved, using stringent quality cuts on the data and removing the residual dependence of the calibration constant of the instrument on lunar phase (which points to improper description of Moon brigtness in the model used) using a fit over many lunar cycles. Considering that the corrected data show, for CTA North, a correlation with the FRAM measurements with a mean shift of 0.0045 and RMS spread of 0.011 (see Fig. 2 in [2] ), it is unlikely for both the devices to possess a much larger uncertainty, barring a correlated systematic shift. However the CTA South data must be interpreted with caution, possibly because of an issue related to rapid fluctuations of the sensitivity of the device. The Photometer measurement is a directed one, in a direction always determined by the position of the Sun or the Moon. It has a large amount of filters available, from which the 440-nm one is most suitable for the comparison with other instruments.
The FRAM telescopes determine the VAOD using photometry of a large number of stars in a large span of altitudes above the horizon and thus seen through varying column depths of air. Assuming horizontal uniformity of aerosols at least in the close vicinity of the instrument (several kilometers), the VAOD can be extracted from a fit of observed light extinction as a function of the altitude above the horizon. This method has been recently significantly improved using laboratory measurements of various properties of the system [7] ; furthermore a thorough study of uncertainties has been done. The statistical uncertainty of a single measurement is 0.002-0.004 and most of the systematic uncertainties (from sources such as the subtraction of molecular extinction, knowledge of the non-linearity of the camera and spectral response of the system etc.) combined are found to be 0.006. A dominant uncertainty of 0.015 is related to the choice of photometric software and requires further examination, but the outlook for the method of choosing the correct model using internal consistency of the data is promising, which would bring the over systematic uncertainty (correlated plus uncorrelated) to around 0.01. The FRAM measurements are performed as a scan between the horizon and the zenith in a chosen azimuth, giving them some directionality, but the extraction of the VAOD assumes a degree of horizontal homogeneity anyway. Using Johnson B filter, the bandpass spans roughly 100 nm, with an effective mean wavelength of 440 nm for typical aerosols. 
Results
Fig . 2 shows the comparison of the VAOD distribution measured by the different instruments. The problematic behavior of the CTA South Photometer is obvious from the presence of spurious negative VAOD values. The difference between the ARCADE data and other measurements is significant compared to the stated uncertainties and shall be investigated further, given that the Raman Lidar is traditionally considered to be the reference instrument for aerosol measurementshowever, it is important to note, that data from all instruments should be considered preliminary, pending improvements in the analyses.
Another point to note is that the periods covered slightly differ and even if the devices were covering the same periods, they did not take data at the same time and in the same direction. In particular, the FRAM measurement requires a full undisturbed swath of clear sky for the VAOD fit, which means that in periods of scattered clouds, it does not produce VAOD data, while for the Photometer, only the direction of the Moon needs to be cloud-free and for the ARCADE measurement, any clouds higher than 3 km above observation level are irrelevant. This dependence on weather may reflect in a bias in the distribution, as aerosol concentration can easily be correlated with weather. To alleviate this issue, an algorithm that selects the direction for the FRAM observations based on real-time ASC data in order to avoid clouds as much as possible is being implemented. Moreover, the FRAM has to specifically avoid the direction of the Moon on the sky (as direct moonlight saturates the camera), where the Photometer is taking data, so the effect any inhomogeneity is exacerbated. Fig. 3 shows a time sequence of VAOD observations in a selected time period in 12/2018. The typical trend of increase during the day and then decrease during the night is obvious as is a slow change of conditions over several days. The daytime Photometer measurements are the most reliable and thus seeing the nighttime measurements from Photometer and FRAM interpolate well between days is encouraging. However the data also show that the nighttime and daytime behavior of aerosols can be significantly different and thus the improvements in data analysis for the nighttime data are worth pursuing for the purpose of site characterization.
From the point of view of the future CTA Observatory, both Sun/Moon Photometer and FRAM data suggest that both sites are exceptionally clean, with very consistent aerosol contents over time, while the ARCADE measurements could be interpreted as slightly less favorable for the northern site.
Meteorological observations
A large amount of meteorological observations on both sites are available thanks to the dedicated site characterization station deployed at the CTA South site and to several major astrophysical observatories close to the CTA North site, among all the MAGIC telescopes located directly within the future CTA area. From the monitored variables, possibly the most impactful on the construction and operation of the CTA Observatory is the measurement of wind in three heights above ground at the CTA South site as shown in Fig. 4 . No wind gust over 27 m/s has been recorded at the site and the differences between the different heights are small. Further values of interest for the safe and efficient operations of telescopes are the distributions of temperature and humidity (Fig. 5) -note that the CTA South site is located in one of the driest deserts of the planet and thus the humidity is consistently low, while at the CTA North site there are periods of high humidity when the upper reaches of Roque de los Muchachos are engulfed by clouds. The temperature differences between day and night are also significantly more pronounced in the desert of the CTA South site.
